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Pleated Filters |Cell Filters |Pleated

Pleated cell filter, cardboard frame ZFP-KA-4, coarse 60%, 45 mm

ZFP-KA-4 coarse 60%
Dimensions (mm) Width x Height x Depth: 592 x 592 x 47
Filter Area (m²): 1.55
Volume Flow (m³/h): 2’000
Initial Pressure Differential (Pa): 30
Final pressure difference (Pa): 200
Burst pressure (Pa): >500
Filter class according to ISO 16890 coarse: 60%
According to previous standard EN 779:2012 (valid until 06/18): G4
Dust Retention Capacity (g): 386.6
Max. Operating Temperature (°C): 80
Raw Materials: PES
Filter Media Color: white
Property: pleated
Frame Type: Cardboard

Typ Dimensions (mm)
Width x Height x Depth

Filter Area 
(m²)

Volume Flow 
(m³/h)

66 592 x 592 x 47 1.55 2’000
36 592 x 287 x 47 0.75 970

Typ Dimensions (mm)
Width x Height x Depth

Filter Area 
(m²)

Volume Flow 
(m³/h)

33 287 x 287 x 47 0.35 470
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ZFP-KA-4 coarse 60% - 45 mm

Test specimen 592 x 592 mm




